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DISTRIBUTORS  
UNILATERAL  

No. of ways Part  No. 

2 0042133 

2 at 90° 0042134 

3 0042135 

4 0042125 

5 0042126 

6 0042127 

7 0042128 

8 0042129 

10 0042130 

12 0042131 
 

= pistons stroke of 8 mm  
= pistons stroke of 6 mm  
= pistons stroke of 4 mm  
= pistons stroke of 2 mm  

The pump is controlled by an eccentric or pulse camshaft.  
The maximum piston stroke is 8 mm.  
It must be ensured that the bottom dead centre of the piston does 
not touch the bottom of the pump.  
The diameter of the camshaft should not be less than 60 mm. 
 
 
 

 1 - 0091369    Nut 
 2 - 0093006     Double Ø 6 
 3 – 0094891   Connection 
 4 – 0091001   Cap 
 5 - 0093004     Double Ø 4 
 6 – 0092004    Connection 
 7 - 5717300   Tube Ø 4x3 
 8 - 5717220   Tube Ø 6x4 
 9 - 5717302   Tube Ø 8x6 
10 – 1113030   Filter 
 

DISTRIBUTORS 

BILATERAL  
No. of ways Part. No. 

4 0042136 

6 0042425 

8 0042426 

10 0042427 

14 0042428 
 

Light Petroleum  
 

Light Petroleum  
 

Light Petroleum  
 

Light Petroleum  
 



CCAAMMSSHHAAFFTT  CCOONNTTRROOLLLLEEDD  
PPUUMMPP  --  PPIISSTTOONN    

 

DDIIMMEENNSSIIOONNSS  

OORRDDEERR  IINNFFOORRMMAATTIIOONN  

 

     

DESCRIPTION CODE 

Camshaft controlled piston pump  

0281150 
0281152 
0281153 
0281154 
0281155 
0281156 
0281158 
0281159 
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Dropsa products can be purchased at Dropsa branches and authorised distributors. 
Go to www.dropsa.com/contact or write to sales@dropsa.com 
 

Distributor Info: 
 

http://www.dropsa.com/contact
file:///.///gv-svr-dc01/SharedFiles/Quotes/IT/sm/original/dropsa@sales.com

